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Serial Number

TigerSPC

Standard Jaws
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Antenna

Bench Mount Brackets

Wireless Receiver

Power Supply

9 Volt Power Supply

Serial Cable

Safety First!

IMPORTANT SAFETY INFORMATION. READ ALL WARNINGS BEFORE OPERATING THIS PRODUCT.

GENERAL
WARNINGS

INSTALLATION
WARNINGS

WARNING: Installation of your TigerStop Product must be done by a person trained in the safe
design and installation of automation products, and in the safe operation of power equipment. Ensure
that such installation meets all legally required safety requirements and guidelines, and that proper
guarding and safety devices are provided on all sides of the equipment to preclude unintended access
during operation. Consult with and follow the recommendations of a qualiﬁed safety engineer.
WARNING: TigerStop Products are components intended for use in conjunction with potentially
dangerous machinery. The use of TigerStop Products does not make other machinery safe. TigerStop
Products are not intended to substitute, in any manner, for safe operating practices in general, or for
safety features present in other machines designed to make those machines as safe as possible.
TIGERSTOP PRODUCTS, IF USED OR INSTALLED IMPROPERLY, MAY CAUSE PERSONAL
INJURY OR DEATH AND SHOULD ONLY BE OPERATED BY PERSONS TRAINED IN THEIR
SAFE OPERATING PROCEDURES. Illustrations of TigerStop Products in use do not show, and are
not intended to show, all safety features and practices necessary for their safe operation.

WARNING: TigerStop Products must be installed in accordance with all local, state, and federal
regulations. Only personnel properly trained in the safe design and installation of automation
machinery and related power equipment should install TigerStop Products onto other equipment, to
ensure a safe and proper work station. TigerStop Products should not be operated without proper
training, both in the operation of TigerStop Products, and in the operation of related equipment.

IMPORTANT CAUTION:
The motor box (compartment) contains DC voltage with potentially FATAL amperage. NEVER attempt
any unauthorized actions inside the motor box.

INTERCONNECTS

OPERATION

WARNING: Using a TigerStop interconnect does not relieve you of the responsibility for making sure
that your saw or other tool has all the necessary safety equipment in place. All installations must
meet all legally required safety requirements and guidelines. Installation and training should be done
following the recommendations of a qualiﬁed safety engineer.

DANGER: This machine can start, move and stop automatically. Keep hands and loose clothing
clear of moving parts while operating. Moving parts can crush and cut. When used with a saw or
other cutting equipment, bodily injury and death may result if operated without safety guards on
all machines. Do not operate with guards removed. Operators must wear adequate eye and ear
protection.

DANGER! Don’t get pinched by the push feeder. Keep your hands away when in motion!
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IMPORTANT SAFETY INFORMATION. READ ALL WARNINGS BEFORE OPERATING THIS PRODUCT.

Keep the work area clean and well lighted to avoid accidental injury.

Do not use TigerStop machines in a dangerous environment. Using power tools in damp or wet
locations or in rain can cause shock or electrocution.

Do not operate near ﬂammable liquids or in gaseous or explosive atmospheres!

Wear proper apparel, no loose clothes, long hair or jewelry which could get pulled into moving
machinery or materials.
Wear non slip footwear, safety glasses, ear protection and a dust mask.

Use only 3- wire extension cords that have 3-prong grounding type plugs and 3-pole receptacles that
accept the tools plug for 120VAC. Use only 5-wire cords and plugs when using 3 phase.

Do not open motor compartment or controller keypad. DC Voltage with potentially FATAL amperage!
Disconnect power before servicing. No user-serviceable parts inside.

DO NOT operate this or any machine under the inﬂuence of drugs or alcohol!

No one should operate this machine except for fully qualiﬁed personnel.
Read the manual!
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TigerSPC Installation
TigerSPC Anatomy

Display
End Stop

End Stop

Attachment
Mounting Point

TigerSPC
Beam

Attachment
Mounting Point

TigerSPC comes fully assembled from the factory. Carefully remove TigerSPC from its packaging.

TigerSPC Installation
TigerSPC comes with a set of bench mount brackets. If you are mounting TigerSPC to a TigerStop
table, there will be pre-drilled holes in the table. Attach the brackets to the table. If you are not using
TigerStop tables, set the bench mount brackets in place and drill out your table using the bracket bolt
holes as a guide.
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Slide TigerSPC onto the brackets and lock it down using the tightening knobs.

Installing TigerSPC Wireless Receiver
1. Connect the supplied 9 volt power supply from your 110VAC wall outlet to the TigerSPC wireless
receiver power port.
2. Connect the supplied RS232 serial cable from the wireless receiver to your computer.

Power Port

RS232 Serial Port

Warranty Registration
The warranty registration notiﬁes TigerStop, LLC when your new
TigerSPC is about to be put into service. This lets us start the warranty
on the exact day you turn it on.
Fill out the TigerStop Warranty Registration sheet that is shipped with
your TigerStop controller.
Fax or email the registration to;
(360) 260-0755
service@tigerstop.com
You may also register your warranty on the web;
www.tigerstop.com\support
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Basic TigerSPC Functions
Control Pad Overview
Units Of Measure
Measurement

Parameter Menu

*

P
Send
Compensation
Toggle

Power
Calibrate

Power ON/OFF
Hold the power button for 3 seconds. The TigerSPC screen will show a count down and will power up
after 3 seconds. Hold the power button again for 3 seconds to power down.

1 2 3

P

*

HOLD (3 Seconds)

P

*

P

*

Attaching Jaws
Each TigerSPC jaw set is equipped with magnets on its
underside.
Magnets
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Place the jaw in the grooves of the TigerSPC
Attachment Mounting Point. TigerSPC’s jaw magnets
will keep it in place.

Zeroing
1. Close TigerSPC jaws.
2. Hold the Calibrate button for 3 seconds.
3. The measurement display will change to 0.000.

Note: If you are using the Reference Value setting, the display will show the reference you have set.

HOLD (3 Seconds)

Measuring
1. Open TigerSPC jaws.
2. Place the part to be measured in the jaws.

Note: For maximum accuracy, ensure the part is lying ﬂat and the ends are held securely.

3. Gently close the jaws.
4. The measurement will display on the TigerSPC screen.

Place
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Close
Read Position

Transmitting Data

Press to transmit

Press
when measuring a part to transmit
part length data.

Advanced Settings
TigerSPC programming mode allows the user to change TigerSPC settings.
1. Hold

P

for 3 seconds.

Note: TigerSPC will display a countdown. Hold until countdown is over.

2. TigerSPC is now in programming mode.
When in Programing Mode

P
10

Used to scroll through parameters

Scrolls through values on a parameter

Used to change numeric values

Save parameter change

Resolution
The resolution setting is used to set TigerSPC’s measurement type from Inches to Metric. It is also used to
conﬁgure how many decimal places you want TigerSPC to measure.
Press

P

to scroll through the setting options.

*

Options
Inch .01 - Measures inches up to two decimal places.
Inch .001 - Measures inches up to three decimal places.
Inch 1/16 - Measures fractional inches in increments of 1/16th of an inch.
Inch 1/32 - Measures fractional inches in increments of 1/32nd of an inch.
Inch 1/64 - Measures fractional inches in increments of 1/64th of an inch.
Millimeter 1 - Measures millimeters in whole numbers.
Millimeter .01 - Measures millimeters up to two decimal places.
Millimeter .05 - Measures millimeters up to two decimal places in increments of .05 millimeters.
Millimeter .001 - Measures millimeters up to three decimal places.
Reference Value
The Reference Value is the distance displayed on TigerSPC when the jaws are closed.

P

Press

to select a number.

Press

to change the selected number.

*
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Offset Value
Offsets the displayed measurement by the value entered.

P

Press

to select a number.

Press

to change the selected number.

*

Direction
Direction swaps the direction that TigerSPC measures. TigerSPC also uses this setting if you are
measuring on the outside of the caliper jaws instead of the inside.
Press

P

*

to toggle the setting.

Options
Down - Opposite measuring direction (Outside dimensions)
Up - Default measuring direction (Inside dimensions)

Auto Power Off
Turns on or off the automatic power down function. Powers down TigerSPC after a set amount of time.
This setting works with the Period setting to set the time period before power down.
Press

P

*

to toggle the setting.

Options
ON
OFF

Period
The time period before TigerSPC will power down when using the Auto Power Off feature.
Press

P
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*

to scroll through the time period options.

Options
0.2h - Will power down in 12 minutes
0.5h - Will power down in 30 minutes
1h - Will power down in 1 hour
2h - Will power down in 2 hours
4h - Will power down in 4 hours
8h - Will power down in 8 hours

Restore Screen
Restore Screen affects how TigerSPC powers up. When Restore Screen is turned on, TigerSPC will
display the last position on the screen. When turned off, TigerSPC will need to be re-calibrated after
power up.
Press

P

*

to scroll through the options.

Options
ON - TigerSPC displays the last position when powered up.
OFF - TigerSPC will need to be re-calibrated on power up.

4 Second Off Delay
Sets a 4 second delay before TigerSPC will power off. This requires the user to hold the power button
until the screen countdown is complete to power off.
Press

to scroll through the options.

Options

P

*

ON - TigerSPC powers off by holding

for 4 seconds.

OFF - TigerSPC will power off immediately when you press

.

4 Second Calibration Delay
Sets a 4 second delay before TigerSPC will zero. This requires the user to hold the calibrate button until
the screen countdown is complete to be zeroed.
Press

to scroll through the options.

Options

P

*

ON - TigerSPC zeros by holding

for 4 seconds.

OFF - TigerSPC will zero immediately when you press

.
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Reset Reference
Reset Reference will tell TigerSPC to use the calibrate button to reset the Reference setting, instead of
zeroing. When in this mode, TigerSPC cannot be zeroed.
Press

to scroll through the options.

Options
ON - Resets the Reference setting when

*

P

Note: TigerSPC cannot be zeroed in this mode.

OFF - TigerSPC will zero when you press

is pressed.
.

Incremental Measurement
Turns on TigerSPC’s incremental measurement mode. This allows the user to set a second zero point
while measuring to see how far one measurement is from another.
Press

Options
ON - Puts TigerSPC in incremental measurement mode
OFF - Turns off incremental measurement mode.

*

P

to scroll through the options.

Using Incremental Measurement Mode
1. Measure a part normally.
2. Press

at the same time to toggle to incremental mode. TigerSPC will display 0.

Note: The screen will display

when in Incremental Measurement mode.

3. Make your second measurement and record the value.
4. Press

to return to your original calibration.

Access Reference Value
Creates a quick toggle from the measurement screen to the Reference value.
Press

P
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*

to scroll through the options.

Options
ON - Allows the user to use a quick toggle to access the reference.
OFF - Turns off the reference quick toggle.

Using the Reference Quick Toggle
1. At the measurement screen, press

P

at the same time.

2. TigerSPC will display the Reference value.
3. Press

to select a number.

4. Press

to change the selected number.

Access Offset Value
Creates a quick toggle from the measurement screen to the Offset value.
Press

P

to scroll through the options.

Options
ON - Allows the user to use a quick toggle to access the Offset.
OFF - Turns off the Offset quick toggle.

*

Using the Offset Quick Toggle
1. At the measurement screen, press

P

at the same time.

2. TigerSPC will display the Offset value.
3. Press

to select a number.

4. Press

to change the selected number.

Language
Changes the language of all text displays.
Press

P

*

to scroll through the options.

Options
d - Turns on the German language.
E - Turns on the English language.

Note: English is the default value.
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TigerSPC Display Software
Minimum System Requirements
•
•
•
•
•

Windows XP or superior
Latest released .net framework
300 MHz or higher processor
128 MB Ram
1.5 GB of available hard disk space

Installation
TigerSPC display software is distributed as a digital download at www.tigerstop.com/support, under
the ‘Software Downloads’ quick link.
1. Download TigerSPC display software from www.tigerstop.com/support.
Note: TigerSPC display will download as a .zip ﬁle.

2. Unzip the TigerSPC display installation ﬁle (named TigerSPC.exe).
3. Run TigerSPC.exe.
4. When installation is complete, you will have a TigerSPC Display software icon on your Windows
desktop.
Using TigerSPC Display Software
1. Double click the TigerSPC Display software icon to open the program.

2. Click the ComPort drop down.
3. Choose the communications port on your PC that TigerSPC is currently connected to.
Note: TigerSPC Display software requires an RS232 serial port.
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4. Press Connect.
5. Measure a part and press

on the TigerSPC control pad.

Session Log
Position

Session Log Options
TimeStamp includes time data for each position when the measurement is
recorded.
The Millimeters radio button is used to record lengths in millimeters
The Inches radio button is used to record lengths in inches.

Clear will erase all data from the session log.
Note: This data is not recoverable once cleared.

Save to File will save the session log as a delimited text ﬁle using the
delimiter you have selected using the Delimiter drop down list.
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TigerSPC Maintenance
Charging TigerSPC
TigerSPC comes with an AC power supply for charging the batteries. TigerSPC will display a battery
icon on screen when it needs to be recharged.
1. Connect the AC power supply to a 110VAC power outlet.
2. Connect the power jack into the TigerSPC charging port.

Charging Port

Replacing TigerSPC Batteries
1. Remove the back plate attachment screw.
2. Slide the back plate off of the TigerSPC display.
3. Replace the batteries.

Note: TigerSPC uses two AA rechargeable batteries.

Attachment Screw

Back Plate
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FIND US ONLINE AT

www.tigerstop.com

12909 NE 95th Stree
t
Vancouver, WA 98682-2426
1.360.254.0661
sales@tigerstop.com

TigerStop B.V. Holland
31 546 575 171
info@tigerstop.nl

20

